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TIME-SAVING TIPS
Carefully dismantle the existing

parts of the railing to make room for

the new privacy fence. You may find

it easier to saw the old railing into

sections. Avoid marring the edges of

your deck with hammers or pry bars

and make sure to remove any

exposed nails or screws.

You’ll be able to precut all the

posts (A and B) as well as the rails

(C). It’s best to cut the rest of the

items in the Cutting List as you need

them so you can get an exact fit.

Wood thickness can vary slightly

and affect the length of these pieces.

Follow the step-by-step procedure

in Photos 1 through 11. 

FINISHING TOUCHES
You can employ the fine art of doing

nothing and let your new fence

weather, or you can protect it with a

clear deck sealer. The clear sealer

will keep the wood dry and prevent

checking and cracking. If you use a

deck cleaner to brighten your old

deck, let it dry thoroughly before

applying a sealer.
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Cutting List

KEY QTY. SIZE & DESCRIPTION
A 11 1-1/2” x 3-1/2” x 70-7/8” high posts
B 5 1-1/2” x 3-1/2” x 59-3/8” low posts
C 28 1-1/2” x 3-1/2” x 13-1/4” rails (trim 

two to fit)
D 1 1-1/2” x 5-1/2” x 13’ top railing (trim 

to fit)
E 1 1-1/2” x 5-1/2” x 7’ top railing (trim 

to fit)
F 6 3/4” x 1-1/2” x 12’ horizontal trim 

(cut pieces to fit)
G 56 3/4” x 1-1/4” X 13-1/4” slat cleats 

(trim two to fit)
H 19 3/4” x 5-1/2” x 47-1/2” vertical slats
J 29 3/4” x 3-1/2” x 10” vertical slats
K 8 3/4” x 5-1/2” x 37-3/4” vertical slats
L 12 3/4” x 3-1/2” x 8-1/4” vertical slats
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